
MIRAWAL 


• • • 

• • • 

• • • 

See MIRAWAL’S Complete Catalog in Section 3c/Mi Sweet’s Architectural File 


MIRAWAL 







MIRAWAL 


This is the famous original MIRAWAL panel which revolutionized 
the use of porcelain-on-steel architecturally. The acceptance of 
porcelain enamel in construction was accelerated by Mirawal's 
economy, ease of handling, and simplicity. This panel has been 
used in great abundance throughout the nation on store fronts, 
telephone booths, gasoline service stations, and in interiors where 
appearance, cleanliness, and durability are required. 

Mirawal is produced in thicknesses of 3/16", 1/4", and 5/16", in 
standard widths of 24", 36", 42" and 48" and in stock lengths of 
6, 8, 10, and 12 feet. Special lengths above 12 feet can be pro¬ 
duced to special order after consultation with the user. Mirawal 
is easily cut on the job-site by one man using an electrical Kett 
Panel Master Saw, Model KS-3AM, available from us on order. 


Four basic types are produced-— 

INTERIOR —Miracoil applied to one face of tempered hardboard, 
with vapor seal of .001 aluminum foil on the reverse side. 
Also available on cement-asbestos board with vapor seal 
backing. 


INTERIOR— 



HARDBOARD CORE 


EXTERIOR— 



HARDBOARD OR CEMENT ASBESTOS 


EXTERIOR —Same as interior, except that in lieu of vapor seal 
described, reverse side is galvannealed steel sheet. 


DOUBLE-FACED —Same as exterior, except that the reverse side 
is also Miracoil. Used for store front spandrels and interior 
partitions, where both sides are visible or subjected to 
exposure. 


MIRAFLEX —a flexible material consisting of Miracoil laminated 
to rubber impregnated corkboard. No inner face or vapor 
seal is required. This material is available only in 1/8" thick¬ 
ness and can be curved around surfaces or in framing to 
a minimum radius of six inches. Used on cornices, copings, 
radius corners, etc. in either convex or concave form. 


All cement-asbestos board used as core material in Mirawal 
panels is made to our own rigid specifications, equalling or ex¬ 
ceeding Federal Specification SS-S-283A, Class F. Tempered 
hardboard used as core is also to our specifications, equalling 
or exceeding Federal Specification LLL-H-35. 

Member Porcelain Enamel Institute 




RUBBER IMPREGNATED CORK FIBERB0AR0 


















1535 WINDOW REVEAL 


miramold 




Mirawal thin panels, 3/16" in 
thickness, can be erected quick¬ 
ly, economically and simply, 
by the use of standard molding 
sections for both interior and 
exterior applications. Sections 
shown in the illustration are 
"full scale" for direct reference 
by draftsmen and engineers. 


1530 INSIDE CORNER 



1528 DRIP COVE 


1532 OUTSIDE CORNER 



1525 OFFSET DOUBLE 
END STOP 




1526 END STOP CAP 



1529 VARIABLE ANGLE 


1533 OUTSIDE CAP 



INSIDE CAP 
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1527 SASH TRIM 
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1534 GRAVEL STOP 


Member Porcelain Enamel Institute 


Miramold moldings have long 
been available in a fine buffed 
and anodized finish, as stand¬ 
ard. NOW, however, these 
same moldings are available 
also in a porcelain enamel fin¬ 
ish to match the adjacent panel 
area in color. 

Also available from Mirawal 
for trouble-free erection are the 
following tools and supplies, 
especially designed for the 
Mirawal erector: 

MIRALASTIC — aluminum pig¬ 
mented caulking 

MIRAMASTIC — (summer or 
winter grade), for "spotting in" 
wall cavity behind panels for 
adherence and support. 

MIRAKOTE — wall primer to 
seal back-up wall surface be¬ 
hind veneers 

MIRADHESIVE —for use when 
adhering panels directly to 
back-up wall for approved in¬ 
teriors or exteriors 

MIRAMASTIC SCOOP — elec¬ 
trically heated to handle Mira- 
mastic in proper amounts and 
consistency 

MIRADHESIVE TROWEL— ser¬ 
rated edges for combing on 
Miradhesive 

MIRALASTIC CAULKING GUN 
KETT PANEL MASTER ELEC¬ 
TRIC SAW 

RUST-PROOF FASTENERS , 
screws, etc. 














Mirawal warrants panels 
against delamination, and por¬ 
celain enamel against crazing, 
cracking, or color fading for a 
period of ten years . Porcelain 
enamel is also warranted to be 
Class "A" acid-resistant under 
specifications of Porcelain En¬ 
amel Institute. See Mirawal's 
terms of sale. 



Double-faced Mirawal panels in 
porcelain enamel have long 
been used in outdoor telephone 
booths. See your nearest out¬ 
door telephone booth for one 
example of Mirawal in action. 


Loxit Systems, Inc., 1217 W. 
Washington Blvd., Chicago 7, 
Illinois distributes Mirawal's 
production of porcelain-on-steel 
chalkboard. This top quality 
specialty, for schools, colleges 
and institutions is used exclu¬ 
sively by Loxit in producing 
their best chalkboard line. 



Agents and distributors nation-wide . . . also foreign licensees 
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